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EQUIPMENT
GUARANTEE

PERFORMANCE
WARRANTY

WARRANTY
LIMITATIONS

Conair guarantees the machinery and equipment on this order,
for a period as defined in the quotation from date of shipment,
against defects in material and workmanship under the normal
use and service for which it was recommended (except for
parts that are typically replaced after normal usage, such as
filters, liner plates, etc.). Conair’s guarantee is limited to
replacing, at our option, the part or parts determined by us to
be defective after examination. The customer assumes the cost
of transportation of the part or parts to and from the factory.

Conair warrants that this equipment will perform at or above
the ratings stated in specific quotations covering the equip-
ment or as detailed in engineering specifications, provided the
equipment is applied, installed, operated and maintained in the
recommended manner as outlined in our quotation or specifi-
cations.

Should performance not meet warranted levels, Conair at its
discretion will exercise one of the following options:

● Inspect the equipment and perform alterations or adjust-
ments to satisfy performance claims. (Charges for such
inspections and corrections will be waived unless failure to
meet warranty is due to misapplication, improper installa-
tion, poor maintenance practices or improper operation.)

● Replace the original equipment with other Conair equip-
ment that will meet original performance claims at no extra
cost to the customer.

● Refund the invoiced cost to the customer. Credit is subject
to prior notice by the customer at which time a Return
Goods Authorization Number (RGA) will be issued by
Conair’s Service Department. Returned equipment must be
well crated and in proper operating condition, including all
parts. Returns must be prepaid.

Purchaser must notify Conair in writing of any claim and pro-
vide a customer receipt and other evidence that a claim is
being made.

Except for the Equipment Guarantee and Performance
Warranty stated above, Conair disclaims all other war-
ranties with respect to the equipment, express or
implied, arising by operation of law, course of dealing,
usage of trade or otherwise, including but not limited to
the implied warranties of merchantability and fitness for
a particular purpose.



Symptoms: rapid onset of high fever, non-productive cough,
chills, headache, general aches and pain, confusion, diarrhea,
and kidney failure.

Incubation Period: 2-10 days.  Fewer than 5% of those
exposed will become ill.  Fewer than 30% of the people who
become ill may die.

Legionnaire's Disease is a serious and potentially fatal disease
often associated with equipment such as cooling towers.  

Proper maintenance and water treatment of your tower is
absolutely necessary for the prevention of Legionnaire’s
Disease.  

It is necessary to preform the following routine maintenance:

❒ Water systems should be disinfected, drained, cleaned and
then disinfected again when the installation:
● Is being started up for the first time
● Has been out of use for a period of time and has not 

been left dry
● Has been extensively altered or disturbed

❒ Towers should be inspected at least monthly as part of the
regular maintenance routine.

❒ Towers should be cleaned regularly as necessary, but at
intervals not exceeding six months.

❒ Towers should be flushed and cleaned before start-up if
only used seasonally.

❒ All internal wetted surfaces should be cleaned by high pres-
sure water, steam, or other effective methods.

❒ The tower should be treated with 1/2 gallon of chlorine to
be circulated for 8 hours before draining and cleaning
approximately once a month. 

❒ When towers are not going to be used for an extended peri-
od, drain all water and clean and dry the filters.
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